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D-Link 24-Port Gigabit Smart Managed Switch

Mogen : DGS-1100-24V2

D-Link 24-Port Gigabit Smart Managed Switch

Cywuy, Tun: Fixed Port, Smart Managed

06wy 6pon nopTose: 24

OcHoBHU nopToBe, TMN: 24x10/100/1000Base-T

Power Over Ethernet (PoE): No

Uplink nopTose: -

CeoboaHu (10GB) cnotose: No

Ynpasnexue: Web-based GUI (Supports IPv4/IPv6);
Client-based Utility (D-Link Network Assistant Utility)
Stackable: No

Fans: Fanless

3axpaHBaHe: Internal Power Supply: AC 120/230 V, 50/60 Hz
Routing: Layer 2 Only

MameT (Flash, RAM): Flash Memory: 8 MB

KanauuTeT 3a MaplpyTu3upaHe/npeBkaoyBaHe, Gbps: 48
Gbps

MponyckaTenHa cnocobHocT, Mpps: 35.71 Mpps

MAC agpecu: 8000 MAC address table size

VLAN (6pow, ctaHpgapTh): 802.1Q tagged VLAN,
Port-based/Auto
Surveillance/Voice/Management/Asymmetric VLAN; VLAN
Group: Supports 128 static VLAN groups, Max. 4094 VIDs
QoS: IEEE 802.1p QoS; 4 queues per port, Queue Handling:
Strict: Weighted Round Robin (WRR); Port-based Bandwidth
Control (Rate Limiting): Ingress: 8 Kbps, Egress: 64 Kbps
L2 mpexosu cTaHgapTu: IEEE 802.3, IEEE 802.3u, IEEE
802.3ab, IEEE 802.3af, IEEE 802.3at, IEEE 802.3ad, |EEE
802.3az, IEEE 802.3x, IEEE 802.1D, IEEE 802.1w, IEEE
802.1Q, IEEE 802.1p

L3 Mpe)oBuW CTaHZapTu: -

IPv6 functionality: -

CurypHocT: D-Link Safeguard, Traffic Segmentation,
Broadcast/Multicast/Unknown Unicast Storm Control, DoS
Attack Prevention, SSL

Pa3smepwn (LW, O, B), mm: 280 x 180 x 44

Onuwus 3a moHTax: Rackmount (11")

¢Delr)
HOMIHOTPH /

LleHa : 169.01&nbsp;EUR ¢ 44C
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