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KOMIHOTBPHA MNEPUDEPUNA > WEB Kamepu

Logitech Rally Bar - OFF-WHITE - EMEA

Mogen : 960-001323
Logitech Rally Bar - OFF-WHITE - EMEA
MpefHa3HayeH 3a: BoeoKoHMepeHTHU cucTemu

Pesontounsa: 4K,1440p,1080p,900p,720p and SD at 30fps;
Zoom: 15X HD zoom; Diagonal Field of View: 90°; Horizontal
Field of View: 82.1°; Vertical Field of View: 52.2°; Total
Room Coverage: 132.1° Horizontal x 82.2° Vertical; Pan:
Motorized +25° Tilt: Motorized +15°

BrpageH mukpodoH: Six omnidirectional digital MEMS
microphones forming 5 adaptive acoustic broadside beams;
Frequency: 90Hz-16kHz; Sensitivity: &gt;-36dBFS +-1dB @
1Pa; Microphone Data Rate Output: 48kHz; Pickup Range:
4.5m; Acoustic Echo Cancellation, Voice Activity Detector

BrpaneHwn rooputenu: 2 speakers - Drivers: 2x 70mm;
Output: 90dB SPL @1W, 99dB SPL @8.0W, both +/-2dB at S
meter; Sensitivity: 90+4/-3dB SPL at 1W, 0.5 meter; THD:
1kHz &lt; 2%; Speaker Sampling Rate: 48 kHz

WHTepdeinc: 2xHDMI Out; 1xHDMI In; USB 3.0: 3x Type A,
1x Type C; Network: 10/100/1G Ethernet; WiFi:
802.11a/b/g/n/ac (MIMO); External Mic Input: Yes
(proprietary input supports optional Rally Mic Pod, Rally Mic
Pod Hub, and Rally Mic Pod Extension Cable)

Cnot 3a kapTu: -

Pa3smepn (LW, 4, B), mm: 910 x 164 x 131 mm, Lens Depth:
28.8 mm

Terno, g: 7080 g

LUpaT: Off-white

KomnnekTauus: Rally Bar, Power supply, AC power cord,
HDMI cable, USB cable, Remote control, Lens caps for main
camera and Al Viewfinder, User documentation

Opyru: Technologies: RightLight, RightSight, RightSound;
Security- Full Disk Encryption: AES-128; Data Encryption:
Symmetric Keys, PKI; Device Identity: Protected by device
attestation; Device Access: Authenticated using API; Key
Protection: Arm TrustZone, RPMP

LleHa : 3999.00&nbsp;EUR ¢ 4AC

HannyHocT: To3u npoaykT e bun gobaseH B Hawusa kaTanor Ha C6 14 mapT, 2026
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