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MPEXOBA TEXHWKA > Apnantepu
D-Link Wireless AC1200 Wave2 Dual Band Indoor PoE Access
Point

Mopaen : DAP-2662
D-Link Wireless AC1200 Wave2 Dual Band Indoor PoE Access Point
CkopocT: 2.4 GHz band: Up to 300 Mbps, 5 GHz band: Up to
866 Mbps
AHTeHa: 4 x internal dual-band antennas: 2 x 3.8 dBi at 2.4
GHz, 2 x 3.8 dBi at 5 GHz
WHTepdeinc: IEEE 802.11a/b/g/n/ac wireless, 1 x Gigabit
LAN (PoE supported)
CtaHpapTw: IEEE 802.11a/b/g/n/ac, IEEE 802.3u/ab, IEEE
802.3az Energy-Efficient Ethernet (EEE), IEEE 802.3af Power
- over Ethernet
CurypHocT: WPA-Personal/Enterprise,
WPA2-Personal/Enterprise, WEP 64/128-bit encryption, SSID
broadcast disable, MAC address access control Internal,
RADIUS server
3axpaHBaHe: External power adapter: 12 V/2.5 A, IEEE
802.3af PoE, Max. Power Consumption: 6.5 W
YnpasneHune: Telnet, Secure Telnet (SSH), Web (HTTP),
Secure Socket Layer (SSL), Traffic control D-Link, Nuclias
Connect
Lpyru: Fast Roaming Support with 802.11k, 802.11v, and
802.11r, Passpoint Hotspot 2.0 Support

LeHa : 395.60 nB. c A1C

Hann4HocT: To3n npoayKT e bun gobaseH B Hawms katasor Ha 1T 01 aBryct, 2025
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