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Dell PowerEdge R650XS, Chassis 8 x 2.5", Intel Xeon Gold
5317 (12C/24T, 3GHz, 18M Cache), 32GB (2x16GB) 3200MT/s
RDIMM, 480GB SSD SATA RI 6Gbps Hot-plug AG 1 DWPD,
Rails, Bezel, No NIC, PERC H755, iDRAC9 Enterprise 15G, PSU
800W x1, 3Y Basic Onsite

Mognen : PER650XS3A

Dell PowerEdge R650XS, Chassis 8 x 2.5", Intel Xeon Gold 5317 (12C/24T,
3GHz, 18M Cache), 32GB (2x16GB) 3200MT/s RDIMM, 480GB SSD SATA R
6Gbps Hot-plug AG 1 DWPD, Rails, Bezel, No NIC, PERC H755, iDRAC9
Enterprise 15G, PSU 800W x1, 3Y Basic Onsite
Cepus: PowerEdge R650XS

Mpouecop: Intel Xeon Gold 5317, 3.0 GHz, 12C/24T, 18MB
Cache, 150 W

MameT, GB: 32GB

MamerT, cnoTtoBe: 16 DDR4 DIMM slots, supports RDIMM 1
TB max, speeds up to 3200 MT/s; Supports registered ECC
DDR4 DIMMs only

Tebpa anck, GB: 1x 480GB SSD SATA Read Intensive
6Gbps 2.5in Hot-plug AG Drive

Ownckos kKoHTponep: PERC H755

Bbpon nogabpxaHn guckose: 8x 2.5&quot; (SAS, SATA)

OnTunyHo ycTponcTeo: 1x DWPD

Mpexxa: Broadcom 57412 Dual 10GbE SFP

PaswwnpunTtenen cnot: Up to 3 x PCle Gen4 slots

NHTepenc: Front: 1x iDRAC Direct (Micro-AB USB) port, 1x
USB 2.0, 1x VGA; Rear: 1x USB 2.0, 1x Serial (optional), 1x
USB 3.0, 2x Ethernet 1x VGA, Internal: 1x USB 3.0 (optional)

MopT 3a 0OTAaNe4YeHo ynpas/eHne: yes

3axpaHBaHe: 600W

CbBMecTMM onepaumoHHm cuctemm: Canonical Ubuntu
Server LTS, Citrix Hypervisor, Microsoft Windows Server with
Hyper-V, Red Hat Enterprise Linux, SUSE Linux Enterprise
Server, VMware ESXi

CodTyep 3a ynpasneHue: iDRAC9 Enterprise 15G

dopm-thakTop: 1U Rack

Tun Ha wacuTo: Hot-Plug

Opyru: Rails, Bezel

LeHa : 8329.28 nB. c 4AC

HanunyHocT: To3m npoaykT e bun nobaseH B Hawmsa katasor Ha [T 30 man, 2025
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