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Dell PowerEdge R250, Chassis 4 x 3.5" Hot Plug Hard Drives,
Xeon E-2314, 16GB, 1x2TB Hard Drive SATA 6Gbps 7.2K 512n
3.5in Hot-Plug, Rails, Bezel, Broadcom 5720 Dual Port,
iDRAC9 Basic 15G, 450W, 3Y Basic Onsite

Mogen : PER250CM1
Dell PowerEdge R250, Chassis 4 x 3.5" Hot Plug Hard Drives, Xeon E-2314,
16GB, 1x2TB Hard Drive SATA 6Gbps 7.2K 512n 3.5in Hot-Plug, Rails,
Bezel, Broadcom 5720 Dual Port, iDRAC9 Basic 15G, 450W, 3Y Basic
Onsite
Cepus: PowerEdge R250
Mpouecop: Intel Xeon E-2314 2.80 GHz, 4-core, 8MB cache
MameT, GB: 16 GB
MameT, cnotose: 4x DDR4 DIMM slots, supports UDIMM
128 GB max, speeds up to 3200 MT/s; Supports unregistered
ECC DDR4 DIMMs only Note: For Pentium processor, the
maximum memory speed is 2666 MT/s.
Tebpl onck, GB: 1x 2 TB
[nckoB KoHTponep: Software RAID S150
bpon nopabp>xaHu auckose: Up to 4x 3.5&quot; hot swap
SAS/SATA (HDD/SSD) max 30.72 TB
ONTUYHO YCTPOWCTBO: -
Mpexxa: Broadcom 5720 Dual Port, Onboard LOM 1GbE x2
PaswwpuTteneH cnot: 2 PCle slots: 1 x8 Gen4 (x16
connector) low profile, half length, 1 x8 Gen4 (x8 connector)
low profile, half length
NHTepgenc: Front: 1x USB 2.0, 1x iDRAC Direct (Micro-AB
USB) port; Rear: 1x USB 2.0, 1x iDRAC ethernet port, 1x USB
3.0, 1x VGA, 1x Serial port; Internal: 1x USB 3.0 (optional)
MopT 3a 0TAaNevYeHo yrnpasieHue: yes
3axpaHBaHe: 450W
CbBMecTMYM onepaumnoHHmu cuctemu: Canonical Ubuntu

Server LTS, Citrix Hypervisor, Microsoft Windows Server with
Hyper-V, Red Hat Enterprise Linux, SUSE Linux Enterprise
Servers, VMware ESXi

CohTyep 3a ynpasneHune: iDRACI Express 15G

®opm-thakTop: 1U Rack

Tun Ha wacuTo: Hot-Plug

Opyru: Rails, Bezel

LeHa : 1775.95&nbsp;EUR ¢ 44C

Hann4HocT: To3n npoayKT e bun gobaseH B Hawms katasaor Ha [H 08 oHu, 2026
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