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Dell PowerEdge R550, Chassis 8 x 3.5", Intel Xeon Silver
4309Y, 16GB, 1x480GB SSD SATA Read Intensive, Rails, Bezel,
No NIC, Front PERC H755 Front Load, iDRAC9 Enterprise 15G,
Dual Power Supply Redundant 800W, 3Y Basic Onsite

Mogen : PER55013A
Dell PowerEdge R550, Chassis 8 x 3.5", Intel Xeon Silver 4309Y, 16GB,
1x480GB SSD SATA Read Intensive, Rails, Bezel, No NIC, Front PERC H755
Front Load, iDRAC9 Enterprise 15G, Dual Power Supply Redundant 800W,
3Y Basic Onsite
Cepus: PowerEdge R550
_ //7‘// Mpouecop: Intel Xeon Silver 4309Y 2.8G, 8C/16T, 10.4GT/s,
== [ g 12MB Cache, Turbo, HT (105W) DDR4-2666
MNameT, GB: 16 GB
MameT, cnotose: 16 DDR4 DIMM slots, supports RDIMM 1
TB max, speeds up to 2933 MT/s; Supports registered ECC
DDR4 DIMMs only
Tebpa anck, GB: 1x480GB SSD SATA Read Intensive
InckoB kKoHTponep: Front PERC H755 Front Load
Bbpon nogabpxaHu guckose: Up to 8 x 3.5&quot;
SAS/SATA (HDD/SSD) max 128 TB
ONTUYHO YCTPOWCTBO: -
Mpexa: No NIC
Pa3swwpuTteneH cnot: 3x Gen 4 PCle slots and 1x Gen 3
PCle slot
WHTepdenc: Front: 1x Dedicated iDRAC (Micro-AB USB)
port, 1x USB 2.0, 1x VGA; Rear Ports: 1x USB 2.0, 1x Serial
(optional), 1x USB 3.0, 1x VGA, 1x iDRAC dedicated port;
Internal: 1x USB 3.0 (optional)
MopT 3a oTAane4yeHo ynpasJeHue: yes
3axpaHBaHe: Redundant 800W
CbBMecTMYM onepaumnoHHmu cuctemu: Canonical Ubuntu
Server LTS, Citrix Hypervisor, Microsoft Windows Server with
Hyper-V, Red Hat Enterprise Linux, SUSE Linux Enterprise
Server, VMware ESXi
CohTyep 3a ynpasneHune: iDRACI Enterprise 15G
®opm-thakTop: 2U Rack
Tun Ha wacuTo: Hot-Plug
Opyru: Rails, Bezel
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LeHa : 8140.28 nB. ¢ 4AC

Hann4HocT: To3n npoayKT e bun gobaseH B Halwmsa Katasaor Ha [T 19 gekemspu, 2025
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