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Asrock B760M Phantom Gaming Riptide

Mogen : 90-MXBL60-AQUAYZ

Asrock B760M Phantom Gaming Riptide

Cepus: Phantom Gaming

Mpouecop: Intel 1700

YunceT: Intel B760

BIOS: 256Mb AMI UEFI Legal BIOS with GUI support
MameT, cnotose: 4 x DDR5 DIMM Slots, Max. capacity of
system memory: 192GB

Ayawno: 7.1 CH HD Audio (Realtek ALC897 Audio Codec),
Nahimic Audio

Mpexa: 2.5 Gigabit LAN 10/100/1000/2500 Mb/s
be3xu4yHa mpexa: -

KoHekTopu: SPI TPM Header, Chassis Intrusion and Speaker
Header, 24 pin ATX Power Connector, 8 pin 12V Power
Connector, 4 pin 12V Power Connector, Front Panel Audio
Connector, USB 2.0 Header, USB 3.2 Genl Header, Front
Panel Type C USB 3.2 Genl Header

Cnotose: CPU: PCle 4.0 x16 Slot (PCIE1), supports x16
mode; Chipset: PCle 4.0 x1 Slot (PCIE2)

M.2 cnoT: M.2 Socket (Key E), supports type 2230 WiFi/BT
PCle WiFi module and Intel CNVio/CNVio2 (Integrated
WiFi/BT)

NHTepdenc: 2 x Antenna Mounting Points, PS/2
Mouse/Keyboard Port, HDMI Port, DisplayPort 1.4, USB 3.2
Genl Type-C Port, 3 x USB 3.2 Genl Type-A Ports, 4 x USB
2.0 Ports, RJ-45 LAN Port, HD Audio Jacks: Line in / Front
Speaker / Microphone

CodbTyep: ASRock Motherboard Utility (Phantom Gaming
Tuning), ASRock Phantom Gaming LAN Software, ASRock
Polychrome SYNC

OnepauuoHHa cuctema: Microsoft Windows 10 64-bit / 11
64-bit

®opm-hakTop: Micro ATX Form Factor: 9.6-in x 9.6-in, 24.4
cm x 24.4 cm

Cneuwnannm dyHkumm: Superb Productivity, Rock-Solid
Durability, Ultrafast Connectivity, EZ Troubleshooter
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LeHa : 250.90 nB. c A4C

HannyHocT: To3u npoaykT e bun gobaseH B Halwmsa KaTanor Ha YT 17 anpwna, 2025
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