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Asrock Z790 Pro RS

Mogpen : 90-MXBK40-AQUAYZ
Asrock Z790 Pro RS

W Cepusi: Z790 Pro

LDDIO"-’"""“G Mpouecop: Intel 1700

- YunceT: Intel Z790

En BIOS: 128Mb AMI UEFI Legal BIOS with GUI support
o MNameT: DDR5

“;““ Bpon cnotoBe: 4 DIMM Slots, Max. capacity of system

memory: 192GB

Ayawno: 7.1 CH HD Audio (Realtek ALC897 Audio Codec),
Nahimic Audio

be3xu4yHa mpexa: -

KoHekTopu: 24 pin ATX Power Connector, 2 x 8 pin 12V
Power Connectors, Front Panel Audio Connector,
Thunderbolt AIC Connector, 2 x USB 2.0 Headers, 2 x USB
3.2 Genl Headers, Front Panel Type C USB 3.2 Gen2x2
Header

Cnotose: CPU: PCle 5.0 x16 Slot (PCIE2), supports x16
mode; Chipset: PCle 4.0 x16 Slot (PCIE3), supports x4 mode,
2 x PCle 3.0 x1 Slots (PCIE1 and PCIE4)

M.2 cnoT: M.2 Socket (Key E), supports type 2230 WiFi/BT
PCle WiFi module and Intel CNVio/CNVio2 (Integrated
WiFi/BT)

WHTepdgenc: 2 x Antenna Mounting Points, PS/2
Mouse/Keyboard Port, HDMI Port, DisplayPort 1.4, USB 3.2
Gen2 Type-A Port, USB 3.2 Gen2 Type-C Port, 2 x USB 3.2
Genl Ports, 4 x USB 2.0 Ports, RJ-45 LAN Port, HD Audio
Jacks: Line in / Front Speaker / Microphone

Cogptyep: ASRock Motherboard Utility (A-Tuning), ASRock
Dragon 2.5G LAN Software, ASRock Polychrome SYNC
OnepauuoHHa cuctema: Microsoft Windows 10 64-bit / 11
64-bit

®opm-hakTop: ATX Form Factor: 30.5 cm x 24.4 cm
CneuwnanHm dyHkumm: Superb Productivity, Rock-Solid
Durability, Ultrafast Connectivity, EZ Update, EZ
Troubleshooter

LleHa : 213.86&nbsp;EUR ¢ 44C

HannyHocT: To3u npoaykT e bun gobaseH B Hawusa kaTaaor Ha Cp 11 Hoemspu, 2026

BapHa, yn."O-p Xeneskosa" 21, Ten: 052/300242, 052/303999, mo6: 088/5303999, E-Mail: eshop@dig.bg Page 1/1


mailto:eshop@dig.bg

