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Dell PowerEdge R7525, 12x 3.5" SAS, SATA with XGMI and
APERC on slot 2, 2xAMD EPYC 7313, 32GB, 2x480GB SATA
SSD 2.5", Rails, No NIC, PERC H755 Adapter FH, iDRAC9
Enterprise 15G, Dual Power Supply Redundant 800W, 3Y
ProSpt

Mogpen : PER752509B

Dell PowerEdge R7525, 12x 3.5" SAS, SATA with XGMI and APERC on slot
2, 2xAMD EPYC 7313, 32GB, 2x480GB SATA SSD 2.5", Rails, No NIC, PERC
H755 Adapter FH, iDRAC9 Enterprise 15G, Dual Power Supply Redundant
800W, 3Y ProSpt
Cepus: PowerEdge R7525

Mpouecop: 2x AMD EPYC 7313 3.00 GHz, 16C/32T, 128 MB
L3 Cache, 155-180 W

MameT, GB: 32 GB

MameT, cnotose: 32x DDR4 RDIMM, LRDIMM, 3DS; Up to
3200MT/s; Maximum RAM: RDIMM - 2 TB, LRDIMM - 4 TB

Tebpa anck, GB: 2x 480GB SATA SSD 2.5

Inckos KoHTponep: PERC H755 Adapter FH

Bpon nogabpxaHu guckose: 12x 3.5&quot; SAS, SATA
with XGMI and APERC on slot 2

ONTWYHO YCTPONCTBO: -

Mpexxa: No NIC

PaswwnpunTtenen cnot: Up to 8 x PCle Gen4 slots

WHTepdeinc: Front: 1x Dedicated iDRAC micro-USB, 1x USB
2.0, 1x VGA; Rear: 1x USB 2.0, 1x Serial (optional), 1x USB
3.0, 1x VGA, 1x Power Button, 1x Dedicated iDRAC; Internal:
1x USB 3.0 (optional)

MopT 3a oTAaNevYeHo yrnpasieHue: yes

3axpaHBaHe: Dual Power Supply Redundant 800W

CbBMecTMM onepaumoHHm cuctemm: Canonical Ubuntu
LTS, Citrix Hypervisor, Microsoft Windows Server with
Hyper-V, Red Hat Enterprise Linux, SUSE Linux Enterprise
Server, VMware ESXi

CodTyep 3a ynpasneHue: iDRAC9 Enterprise 15G

dopm-thakTop: 2U Rack

Tun Ha wacuTo: Hot-Plug

Opyru: Rails

UeHna : 13771.32 nB. c A1C

HanunyHocT: To3m npoaykT e bun gobaseH B Hawms katasor Ha Cb 06 gekemspu, 2025
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