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Lenovo ThinkSystem ST50 V2, Xeon E-2324G (4C 3.1GHz 8MB
Cache/65W), SW RAID, 2x960GB Micron 5400 Pro SSD,
1x16GB, 500W 94% Efficiency, No DVD, 3 year

Mogen : 7D8JA043EA

Lenovo ThinkSystem ST50 V2, Xeon E-2324G (4C 3.1GHz 8MB
Cache/65W), SW RAID, 2x960GB Micron 5400 Pro SSD, 1x16GB, 500W
94% Efficiency, No DVD, 3 year

Cepwms: ThinkSystem ST50 V2

Mpouecop: Intel Xeon E-2324G (4C, 3.1GHz, 8MB
Cache/65W)

MameT, GB: 1x 16GB

MameT, cnotose: 4x UDIMM slots, up to 128GB, 3200MHz
ThinkSystem with Xeon E-2300 processors; TruDDR4 ECC memory

Tebpa anck, GB: 2x 960GB Micron 5400 Pro SSD

Inckos kKoHTponep: Intel VROC 6.x SW RAID

bpon nooabp>xaHu auckose: 2x3.5&quot; bays

ONTUYHO YCTPOWCTBO: -

Mpexa: 1x 1GbE Embedded (Intel 1219-LM)

PaswwupuTteneH cnot: 3 PCle slots (x16, x4, x1;) Includes a
PCle Gen4 x16 slot (requires Xeon E-2300 processor)

NHTepdenc: Front: 1x USB 3.2 G2 with USB-C connector,
2x USB 3.2 G1; 2x USB 3.2 G2; 1x Microphone, 1x Headset;
Rear: 4x USB 3.2 G1, 2x DP, 1x Serial, 1x 1GbE LAN, 1x
Audio line out

MopT 3a 0TAaNeyYeHo yrnpasreHue: -

3axpaHBaHe: 500W 94% Efficiency

CbBMeCTMYM onepaunoHHmu cuctemu: Microsoft Windows
Server, Red Hat Enterprise Linux, VMware ESXi.

CohTyep 3a ynpasneHue: Intel AMT 15 Management; TPM
embedded: TPM 2.0; Lenovo XClarity Provisioning Manager
Lite (USB based)

®opmM-pakTop: Tower

Tun Ha wacwuTo: Cabled

Opyru: Two fixed system fans

UeHna : 2397.37 nB. ¢ 4AC

Hann4HocT: To3n npoayKT e bun gobaseH B Halwms Katasaor Ha Cp 08 aHyapu, 2025
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