WWW.dandQ: D( se—

MPEXXOBA TEXHVKA > PYTEPU

Cisco ISR 1100 8P Dual GE SFP Higher Perf Router

Mogen : C1161-8P

Cisco ISR 1100 8P Dual GE SFP Higher Perf Router

Cepus: Cisco 1100

WHTerpmnpann WAN noptoBe: 2x10/100/1000Base-T
MoaynHm LAN nopToBe: 8x10/100/1000Base-T

SFP 6a3upaHu noptose: 1x GE/SFP combo

Bpon EHWIC cnotose: No

Moayn nHTerpupaHu ycayru: -

Mpexosu cnot NM/SM: -

BrpaneHu DSP (PVDM) cnoTose: -

WLAN cTtaHgapT: 802.11ac

IPSec VPN TyHenun: 100

CurypHocT: AES for Wi-Fi Protected Access 2 (WPA2),
802.1X, RADIUS AAA, 802.11r and 802.11i.

Inac: Highly secure voice from the enterprise IP network to
the service provider with the Cisco Unified Border Element
(CUBE) server. Business resiliency and redundancy during
WAN link failure with Cisco Unified Survivable Remote Site
Telephony (SRST).

MameT DRAM BrpageHa/ max: 4GB

MameT Flash BrpageHa/ max: 4GB

USB nopTose: 1x USB 3.0 Type A host port, 1 integrated
Micro-USB console port

Pasmepn (W, A, B), mm: 41.9 x 323 x 226 mm
JonbnHnTenHa nHhopmaumsa: Optional: PoE, PoE+
(Requires 150W power supply for optional PoE and PoE+)

UeHa : 1925.39 nB. ¢ 4AC

Hann4HocT: To3n npoayKT e bun gobaseH B Hawwms katasor Ha T 07 ¢peBpyapn, 2025
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