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Lenovo ThinkSystem SR250 V2, Xeon E-2334 (4C, 3.4GHz,
8MB Cache, 65W), 1x16GB, O/B, 2.5" HS (8), SW RAID, HS
450W Titanium, XCC Enterprise, Rails

Mogen : 7D7QA02NEA

Lenovo ThinkSystem SR250 V2, Xeon E-2334 (4C, 3.4GHz, 8MB Cache,
65W), 1x16GB, O/B, 2.5" HS (8), SW RAID, HS 450W Titanium, XCC
Enterprise, Rails

Cepwms: ThinkSystem SR250 V2

Mpouecop: Intel Xeon E-2334 (4C, 3.4GHz, 8MB Cache,
65W)

MameT, GB: 1x16GB

MameT, cnoToBe: 4x DIMM sockets supporting Lenovo
TruDDR4 DIMMs at 3200 MHz (Xeon processors) or 2666
MHz (Pentium processors). Support ECC UDIMMs; Up to 128
GB using 4x 32 GB UDIMMs

TBbpA Auck, GB: not included

[unckoB KoHTponep: Software RAID

Bbpon nopabpxaHn guckose: 8x 2.5&quot; HS / Open bay

OnNTUYHO YCTPOMCTBO: -

Mpexa: 2x integrated Gigabit Ethernet 1000BASE-T ports
(RJ-45) based on Broadcom BCM5720 embedded controller,
one can be shared with XCC for systems management. Third
dedicated Gigabit Ethernet port for XCC systems
management.

PaswwupuTteneH cnot: x8 LP, x8 FH, x8 Int

NHTepgenc: Front: 1x USB 3.2 G1, 1x USB 2.0; Rear: 2x
USB 3.2 G2, 1x VGA, 3x RJ-45, 1x serial

MopT 3a oToaneyeHo ynpasneHme: Dedicated Gigabit
Ethernet port for XCC systems management

3axpaHBaHe: HS 450W Titanium

CbBMeCcTMM onepaumoHHn cuctemm: Microsoft Windows
Server, Red Hat Enterprise Linux, SUSE Linux Enterprise
Server, VMware ESXi

CohTyep 3a ynpasneHune: XCC Enterprise

®opm-thakTop: 1U Rack

Tun Ha wacwuTo: Hot-Plug

Opyru: Rails

LleHa : 2887.82 nB. ¢ AC

HannyHocT: To3u npoaykT e bun gobaseH B Hawwunsa kaTaaor Ha [T 25 woaun, 2025
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