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Cisco Meraki MG41 Cellular Gateway

Mogen : MG41-HW
Cisco Meraki MG41 Cellular Gateway
Bpon mpexosu nopTose: 2

Mpe>xoBu noptose: 10/100/1000Base-T (1x Dedicated, 1x
Convertible LAN/WAN)

CraHpapTu: 1.2 Gbps Cat 18 LT (Support for major bands:
2,4,5,12,13, 14, 48, 66 ,71)

Opyru noptoBe: 1x CAT18 integrated cellular

CnoToBe: 2x external SIM cards

MponyckBaTenHa cNocobHOCT Ha 3aluTHaTa CcTeHa, Mbps:
1.2 Gbps / 150 Mbps (Down/Up)

IPS MponyckBaTenHa cnocobHocT, Mbps: n/a

MakcumaneH 6poii Bpb3ku: Up to 2 devices (Supports 2
separate downstream router connections)

Power Over Ethernet (PoE): 2x 802.3af compatible; 10 Watt
Maximum

High Availability: The MG41 can be used as either a
primary or secondary internet uplink for MX HA topologies.
Its two LAN ports allow the MXs to share access to the same
cellular network.

Opyru: Internal Antenna, IP67 rating

LleHa : 497.93&nbsp;EUR ¢ 44C

Hann4HocT: To3u npoayKT e bun nobaseH B Hawms katasaor Ha [T 07 aBrycT, 2026
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