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MPEXXOBA TEXHUKA > 3awmntHu CTeHn

Cisco Meraki MG51 Cellular Gateway

Mogen : MG51-HW
Cisco Meraki MG51 Cellular Gateway
Bpon mpexosu nopTose: 2

MpexoBu nopToBe: 2x 2.5 GbE RJ45 (1x Dedicated, 1x
Convertible LAN/WAN)

CtaHpapTu: 5G Sub 6Ghz with CAT20 LTE failover

CnotoBe: 2x SIM Nano (4FF) slots

MponyckBaTenHa cNocobHOCT Ha 3aluTHaTa CcTeHa, Mbps:
2 Gbps / 300 Mbps (Down/Up)

IPS MponyckBaTenHa cnocobHocT, Mbps: n/a

MakcumaneH 6poii Bpb3ku: 2 separate downstream router
connections

Power Over Ethernet (PoE): 16 Watt Maximum (PoE
802.3at)

High Availability: The MG51 can be used as either a
primary or secondary internet uplink for MX HA topologies.
Its two LAN ports allow the MXs to share access to the same
cellular network

Opyru: Internal antennas, IP67

Llena : 921.11&nbsp;EUR ¢ 44C

Hann4HocT: To3u npoayKT e bun gobaseH B Hawumsa katasaor Ha Cp 09 centemspy, 2026
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