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Dell PowerEdge T160, 3x 3.5" SATA Chassis and 2x2.5", Xeon
6315P (4C/4T, 2.8Ghz), 480GB SATA Cable, 16GB UDIMM
5600, 300W Cable PSU, Broadcom 5720 Dual Port 1Gb, No
PERC Controller, iDRAC 9 Ent, Basic NBD 3Y

Mogen : EMEA PROMO_T160 SPL2

Dell PowerEdge T160, 3x 3.5" SATA Chassis and 2x2.5", Xeon 6315P
(4C/4T, 2.8Ghz), 480GB SATA Cable, 16GB UDIMM 5600, 300W Cable PSU,

\Q Broadcom 5720 Dual Port 1Gb, No PERC Controller, iDRAC 9 Ent, Basic

NBD 3Y
Cepusa: PowerEdge T160

Mpouecop: Intel Xeon 6315P 2.80 GHz, 4-core, 12 MB
Cache

MNameT, GB: 16 GB

MameT, cnotose: 4 DDR5 DIMM slots; Up to 128 GB and Up
to 4400 MT/s

Tebpl anck, GB: 480GB SATA

Inckos koHTponep: No PERC Controller

Bbpon nogabpxaHn guckose: 3x 3.5&quot; SATA Chassis
and 2x2.5&quot;

ONTUYHO YCTPOWCTBO: -

Mpexxa: Broadcom 5720 Dual Port 1Gb

Pa3swwpuTteneH cnot: Up to two PCle slots: Slot 1: 1 x 8 slot
with x4 bandwidth, Half Height, Half Length, Slot 2: 1 x 16
slot with x16 bandwidth, Half Height, Half Length

NHTepgenc: Front: 1 x iDRAC Direct (Micro-AB USB), 1 x
USB 3.2 Genl; Rear: 1x Dedicated iDRAC (RJ-45), 3x USB
2.0, 3x USB 3.2 Genl, 1x Serial, 1x VGA, 2 x Ethernet (2 x
1GbE LOM on Planar); Internal: 1x USB 3.2 Genl

MopT 3a 0TAaNeyveHo ynpaBieHue: yes

3axpaHBaHe: 300W Cable PSU

CbBMecTMYM onepaumnoHHmu cuctemu: Canonical Ubuntu
Server LTS, Microsoft Windows Server with Hyper-V, RedHat
Enterprise Linux, SUSE Linux Enterprise Server, VMware
ESXi

CohTyep 3a ynpasneHune: iDRAC 9 Ent,

®opm-hakTop: 3U Tower

Tun Ha wacwuTo: Cabled

LeHa : 2619.80 nB. ¢ 4AC

Hann4HocT: To3n npoayKT e bun gobaseH B Hawwmsa katasor Ha T 19 centemspu, 2025
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