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Sony ZV-1F

Модел : ZV1FBDI.EU
Sony ZV-1F
Ефективни пиксели, MP: 20.1 MP
  Сензор, тип: 1.0-type (13.2 mm x 8.8 mm) Exmor RS
CMOS sensor, aspect ratio 3:2
  Процесор, тип: BIONZ X
  Обектив, фокусно разстояние: ZEISS Tessar T* Lens, 6
elements in 6 groups; f=7.6 mm
  Оптично увеличение: -
  Цифрово увеличение: Still image: 20M Approx.4x / 10M
Approx.5.6x / 5.0M Approx.8x; Movie: Approx.4x
  Максимално f/число: F2.0
  Оптичен стабилизатор: Electronic steady shot
  AF система/точки: Contrast-detection AF; Wide (425
points(contrast-detection AF)), Zone, Center, Flexible Spot
(S/M/L), Expanded Flexible Spot
  Ръчно фокусиране: Single-shot AF, Continuous AF, Manual
Focus
  Макро, cm: n/a
  ISO светлочувствителност: Still image: Auto
(ISO125-6400),125/160/200/250/320/400/500/640/800/1000
/1250/1600/2000/2500/3200/4000/5000/6400/8000/10000/1
2800 (Extendable to ISO80/100)
  Дисплей, тип: TFT LCD,  921 600 dots / Xtra Fine;
ADJUSTABLE ANGLE: Opening Angle:approx. 176 deg.,
Rotation Angle:approx. 270 deg.
  Дисплей,  inch: 7.5 cm (3 type) (4:3)
  Светкавица, режими: -
  Корекция на ефекта - червени очи: -
  Обхват на светкавицата: -
  Размер на снимката, max: 3:2mode: 20MP (5 472 x 3
648)
  Скорост на затвора, s: Program Auto(1/4&quot; -
1/32000) / Manual(1/4&quot; - 1/32000) / Aperture
Priority(1/4&quot; - 1/32000) / Shutter Priority(1/4&quot; -
1/32000)
  Режими на снимане: Auto (Intelligent Auto), Program
Auto, Aperture/Shutter Speed Priority, Manual Exposure,
Movie Mode (Program Auto, Aperture/Shutter Speed Priority,
Manual Exposure, Movie Auto (Intelligent Auto)), S&amp;Q
Mode
  Панорамни снимки: -
  Разпознаване на лица: Face Detection, Face Registration
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m  Задействане на затвора от усмивка: -

  Методи на снимане: Single, Continuous shooting,
Self-timer
  Видео: NTSC: XAVC S 4K: 30p 100M (3840x2160/30p; PAL:
mode XAVC S 4K: 25p 100M (3840x2160/25p) 
  Скорост при запис на видео, fps: 30 fps
  Файлови формати: Still Image: JPEG(DCF Ver.2.0,Exif
Ver.2.32,MPF Baseline compliant), Movie: XAVC S; MOVIE
AUDIO: XAVC S:LPCM 2ch
  Интерфейс: USB Terminal Type-C (USB2.0), Micro HDMI,
Microphone jack (3.5 mm Stereo mini jack)
  HDMI: yes
  Безжична мрежа: IEEE802.11b/g/n (2.4GHz band);
Bluetooth Standard Ver. 4.1 (2.4GHz band)
  Носител за запис: XAVC S(100Mbps): SDXC/SDHC MC
(UHS-I U3 or higher); XAVC S (60Mbps/50Mbps): SDXC/SDHC
MC (Class 10 / higher); Still image: Memory Stick Duo/PRO
Duo/PRO-HG Duo/Micro/ Micro (Mark2), SDXC/SDHC/SD
MC(Class 4 / higher), micro SDXC/SDHC/SD MC (Class 4/
higher)
  Батерия, тип: Rechargeable battery pack NP-BX1
  Живот на батерията: Still images (CIPA):  Monitor:
Approx. 360 / Approx. 180 min., Monitor (When Auto Monitor
off is set to 2 sec):Approx. 540 / Approx. 270 min; Movie:
Monitor:Approx. 60 min.
  Размери (Ш, Д, В), mm: 105.5 x 60.0 x 46.4 mm
  Тегло, g: Approx. 256 g (9.1 oz.)(Battery and Memory Card
are included) / Approx. 229 g (8.1 oz.)(Body Only)
  Цвят: Black
  Други: Wind screen for Clear Voice Recording outdoors;
Built-in Directional 3-Capsule Mic for high quality audio

Цена : 663.26&nbsp;EUR с ДДС

Наличност: Този продукт е бил добавен в нашия каталог на  Пн 16 ноември, 2026
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