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Lenovo ThinkSystem ST250 V3, Intel Xeon 6353P (2.70 GHz,
8-core, 24 MB Cache, 65W), 1x16GB 1Rx8, 3.5" HS (4), SW RD,
2x800W, XCC2 Platinum

Mogen : 7DCE100CEA

Lenovo ThinkSystem ST250 V3, Intel Xeon 6353P (2.70 GHz, 8-core, 24 MB
Cache, 65W), 1x16GB 1Rx8, 3.5" HS (4), SW RD, 2x800W, XCC2 Platinum
Cepwms: ThinkSystem ST250 V3

Mpouecop: Intel Xeon 6353P 2.70 GHz, 8-core, 24 MB
Cache, 65 W

MameT, GB: 1x 16GB 1Rx8

MameT, cnotose: 4 DIMM sockets supporting Lenovo
TruDDR5 DIMMs at 4400 MHz (Xeon processors) or 4400
MHz (Pentium processors). Support ECC UDIMMs. Up to 128
GB using 4x 32 GB UDIMMs. ECC

Tebpa aunck, GB: not included

lnckoB KoHTponep: On Board SATA Software RAID

Bpon nogabpxaHu guckose: 4x 3.5&quot; HS / Open bay

ONTUYHO YCTPOWCTBO: -

Mpexa: 2x 1GbE Onboard Ethernet ports (Broadcom
BCM5720). Rear 1 port allows remote connectivity to the
XCC2 management controller.

PaswwupuTteneH cnot: 4x PCle slots (1x PCle 5.0, 3x PCle
4.0)

NHTepgenc: 5x USB 3.2 G1 (5 Gb/s), 1x USB 2.0 (also for
XClarity Mobile connectivity for local systems management),
1x VGA, 1x RJ-45 systems management, 2x R}-45 GbE, 1x
Serial port, 1x internal USB 3.0 port for RDX drive

MopT 3a oTAaneyeHo ynpasneHue: Rear 1 port allows
remote connectivity to the XCC2 management controller

3axpaHBaHe: 2x 800W HS

CbBMeCcTMM onepaumoHHn cuctemm: Microsoft Windows

ThikSysten

Server, Red Hat Enterprise Linux, SUSE Linux Enterprise
Server, VMware ESXi
CohTyep 3a ynpasneHune: XCC2 Platinum
®opm-thakTop: Tower
Tun Ha wacuTto: Hot-Plug

LleHa : 4850.89 nB. c AAC

HannyHocT: To3u npoaykT e bun gobaseH B Halwus kaTaaor Ha [MH 19 sHyapu, 2026
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