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MPEXOBA TEXHWKA > Apnantepu
D-Link Unified AC1200 Simultaneous Dual-Band PoE Access
Point

Mogen : DWL-6610AP
D-Link Unified AC1200 Simultaneous Dual-Band PoE Access Point
CkopocT: 300 Mbps over the 2.4 GHz band + 867 Mbps over
the 5 GHz band
AHTeHa: Internal omnidirectional antennas; 6.5 dBi for 5
GHz, 5 dBi for 2.4 GHz
WHTepdenc: 1x10/100/1000Base-T
CraHpapTu: 802.3, 802.3u, 802.11a, 802.11b, 802.119,
) : 802.11n, 802.11ac, 802.3at, 802.1p, 802.1Q
| \ g | I ! CurypHocT: WPA Personal/Enterprise, AES and TKIP, Rogue
% L and Valid AP Classification, MAC Address Filtering, SSID
Security: Up to 32 SSIDs, 16 per radio; 802.1Q VLAN; Station
Isolation
3axpaHBaHe: |IEEE 802.3at PoE+, Power Adapter (not
included): 12V DC, 2 A
YnpasneHue: Network Management: Web-based User
Interface - HTTP/HTTPS; Command Line - R]J45 Serial
Console, Telnet/SSH, SNMP; Operational Modes -
Standalone, AP Array, Managed (with DWS-4026,
DWS-3160-24TC, DWS-3160-24PC, DWC-1000 or DWC-2000)
Opyru: Up to 8 DWL-6610AP units may form a
selfconfiguring cluster

LeHa : 267.36 nB. c A1C

Hann4HocT: To3u npoayKT e bun gobaseH B Hawms katasaor Ha Cp 11 woHu, 2025
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